
Apexis APM-J011-WS (white) Wireless IP Camera 

 Specifications  

 

Model APM-J011-WS (Black) 

Resolution 640 x 480(VGA), 320 x 240(QVGA) 

Color Black 

Image Sensor 1/4" Color CMOS Sesor 

Display Resolution 640x480 Pixels (300k Pixels) 

Lens f: 6 mm, F:2.0 (IR Lens) (3.6mm lens optional) 

Mini Lumination 0.5Lux 

Lens Type Glass Lens 

Viewing Angle 60 Degree (3.6mm lens is 90Degree) 

Input Built-In Microphone 

Output Built-In Speaker 

Audio Compression ADPCM 

Image Compression MJPEG 

Image Frame Rate 15fps(VGA), 30fps (QVGA) 

Flip Mirror Images Verical / Horizontal 

Light Frequency 50Hz, 60Hz or Outdoor 

Video Parameters Brightness, Contrast 

Ethernet Build in 10/100Mbps,Auto MDI/MDIX , RJ-45 

Wireless Security WEP & WPA WPA2 Encryption 

Pan/Tilt Angle Horizontal:270° & Vertical: 120° 

Infrared Light 11 IR, LEDs, Night visibility upto 8 meters 
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Alarm Input 1 Channel on/off Input 

Alarm Output 1 Channel relay Output 

Gross Weight 750g (Color box size: 210 x 130 x 190 mm) 

POE N/A 

Storage Temperature -10° ~ 60° (14° F ~ 140° F) 

Storage Humidity 0% - 90% non-condensing 

CPU 2.0GHZ or above (suggested 3.0 GHZ) 

Memory Size 256 MB or above (suggested 1.0 GB) 

Display Card 64M or Above 

Supported OS Microsoft Windows 2000 / XP / Vista / 7 

Browser IE6.0/7.0/8.0/Firefox/Safari/Google chrome or other standard browsers 

Certification CE, FCC, RoHS 

Warranty Limited 1-year warranty 

 


