
  

   TAYAMA   AK-311TR-C   

  

 

 

  

IR LED: ￠5X24PCS IR LED working 

 
distance: 20M Built-in bracket  3-Axis direction bracket 
 
Water resistance:IP66 Cable built-in bracket 
 
Lens: Board Lens 3.6mm/F2.0 
 
Dimension:175(W) x83(H) x55(D)mm  Weight:900g  

  

                    

      

 
      

                    
 

  
 

  

          

  

Model 
 

AK-311TR-C 
  

KIR-338CN20 

IMAGE DEVICE  
 

1/3" CMOS 
  

Color 1/3'' 
nextchip, 

600TV Lines, 
DWDR, OSD 
(DNR, PM, 

MD) 

SCANNING 
SYSTEM                                       PAL  

NUMBER OF 
PIXELS  

PAL:720H)x620(V) 
  

SYNC. SYSTEM INTERNAL 

RESOLUTION  
 

900 TV LINE 
  

600 TV LINE 

MINIMUM 
ILLUMINATION  

     0.1 Lux/ F2.0 

S/N RATIO 
 

MORE THAN 
48dB(AGC off)   

MORE THAN 
48dB(AGC 

off) 

SUPPLY 
VOLTAGE                                DC 12V, 350mA 

GAMMA 
CORRECTION                                0.45 

GAIN CONTROL                                 AUTO 

EXPOSURE  AUTO ELECTRONIC SHUTTER 1/60(1/50)~1/100000 

LENS  3.6mm F2 

 

 



  

     

  

  

     
  

 


